The Industry’s Most Advanced On-Board Scale Platform

The iWeigh® platform from Air-Weigh represents the next generation
of on-board scale technology, delivering accuracy, connectivity, and
reliability that go far beyond traditional solutions. Built for today’s
data-driven fleets, iWeigh®’s intelligent weight management platform
is designed to integrate seamlessly into modern operations. With
industry-leading accuracy, Bluetooth® connectivity, telematics
integration with 3rd party vendors, as well as the standard CAN bus
interface connection, iWeigh® provides real-time insights that evolve
with your business. Faster installation time, remote diagnostics, and
unmatched ease of use makes our scale the most robust and future-
proof solution available today. iWeigh will ensure your operators stay
compliant, efficient and profitable mile after mile.

iWeigh® Features

» Easy-To-Install - Connect power and tee into any suspension air line
and/or add deflection sensor to mechanical suspension

* Weight data easily integrates into vehicle dash or infotainment
system, 3rd party telematics or displayed on Android phones &
tablets via Bluetooth®

* Built to expand - iWeigh® can be upgraded remotely at your pace

* Remote technical assistance - iWeigh® technology can quickly
pinpoint any calibration errors or technical issues

* Backed by our 3-Year Warranty
* Designed, Manufactured & Supported in the USA

Visit our )B
website

for more
information

AIR-WEIGH

WWW.AIR-WEIGH.UK |

JAMES.R@AIR-WEIGH.COM

DISPLAY OPTIONS

View Weight on Any Android Device
or In-cab Bluetooth® Display,
Integration Capabilities though
Vehicle or 3rd Party Telematics

CALIBRATION
Dual-Point Calibration

INTEGRATION
Bluetooth® 5.3 Security Protocols &
SAE J1939 CAN bus

WEIGHT
Displays Weight in 10 kg (20 Ib)
Increments

AIR-WEIGH® APP
Free Android App - Google Play Store

OPERATING TEMPERATURE
-40°F (-40°C) To +185°F (+85°C)

VOLTAGE
12V - 36V

ACCURACY
99+% - Air Suspension
97+%- Mechanical Suspension

LIMITED WARRANTY
3-Years, Made & Supported in USA

+44 (0) 7909332085
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Devices

Asset ID, serial #, etc Qv

2l

Kim’s Truck #78
Weight: 11660 kg

Calibration

Diagnostics

pe VIN AxeGroups  Confirm
Drive
Axle Group 1

Pteer  Sensors: Mechanical - Port 1

Serial: 00100098
Ke Firmware 0.06.4
Axle Group 2 Signal Strength: .49 dBm

i Heavy Weight
prive Sensors: Air - Port 2 y b VIN: 01234567890123456

Please ensure tha the vhicle i fully loaded Sensor Readings
@ Add Axte Group h

Step 2

setup sensors and s Axle Group Weight 6280ke ||
Axle Groups s
S h Pre-Calibrati Offset 0

Enabled Sensors 1

Air - Port 1 Data
SAVE CALIBRATION |
Current ADC: 3999 |
|
i~ e |
)

Step 3

Calibrate and See
Your Weight!

CONTINUE

REVERT CALIBRATION CHANGES Heavy Cal: 6,220 kg

Devices

Empty Cal:

2,900 kg

LOAD ONCE, LOAD LEGAL & GO!®

Competitive Scales

Core . .

Function loT Weight Management Platform Overload Protection

Suspension Mechanical & Air Suspensions Mechanical (Steel Sprmg) & Most Air
Type Suspensions
User Free Android App, Micro Dash Display .

Interface & Free iOS App Coming Soon* DIN Radio or Dash Mount
Connectivity Bluetooth®5.3, SAE J1939 CAN bus RS232 or CAN bus
Ins’Eﬁ:La(;uon 1 -2 Hours (Air), 3 - 4 Hours (Mechanical) 4 - 8 Hours by a Trained Technician
Mai No Recalibration Needed Unless Suspension | No Recalibration Needed Unless Suspension

aintenance

changes changes
Kev Revie Strong ROI, Time/Fuel Savings, Accuracy,
T)r/1 emve;sw Payload Maximization & Excellent Customer Durability and Low Maintenance
Service
Cost £/€400-£/€ 7,500 £/€ 1,500 - £/€ 10,000

iWeigh® offers a full range of options for multiple axles, multiple suspensions, dual height control valves, & can be
integrated via CAN bus or Bluetooth®. Contact James Reece at +44 (0) 7909332085 or james.r@air-weigh.com
to discuss the solution that’s right for you.
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